T

JEK .
e J&K State Pollution Control Board
U4 JAMMU/SRINAGAR
| ‘

.o SPUS 1 q UT3 \\ TR -4 pae_ 20 4- 29
B Tl BTt o oY) 2.0

Consent to Operate (Renewal)
¢ Under section 25/26 of the Water (Prevention & Control of Pollution) Act, 1974, as
amended

e Under Section 21 of the Air (Prevention & Control of Pollution)Act, 1981, as amended

Name of the unit holder with address: Sh. Amit Gupta (Partner) R/o Qtr. No. 73 Rehari
Colony Jammu.

CONSENT is granted to M/s Rishi Industries
Phase I, IGC Samba.
Located in the area declared under the provisions of the Water Act / Air Act, subject to the
provisions of the Act and the Orders that may be made further and subject to the following
terms and conditions:-
I. The Consent to Operate(Renewal) is granted for a period up to February 2017,

2. The consent granted by the Board is restricted to Prevention and Control of Pollution only
and shall not be treated as substitute of permission required under laws of the land.

3. Category of the unit as per UCM Guidelines: Red .

4. The Consent is valid for the manufacture of the following products / by-products with
capital investment (Land, plant and machinery) of Rs. 14.02 Lacs.

5. The unit is registered with DIC vide registration No:07/04/10829 dt: 6-2-2009.

S.No. | Products / By-product Maximum Quantity

Manufacturing of :
1 Batteries 3000 Nos./annum
2 Battery Plates 45 MT/annum

The emissions or discharge of environmental pollutants from the unit / establishment shall not exceed the
relevant parameters and standards for the said  industry, operation or process specified under respective
schedules of the Environment (Protection) Rules , 1986 as amended from time to time.

6. Condition under Water Act :

(1) The daily quantity of trade effluent from the unit shall not exceed the permissible
limits.

(i) The daily quantity of sewage effluent from the factory shall not exceed the permissible

limits.

(iti) The daily quantity of water consumption shall not exceed 0.2 KLD



)
Treatment : The applicant shall provide comprehensive treatment system consisting of
Primary / Secondary and / or Tertiary treatment as is warranted with reference to
influent quality and operate and maintain the same continuously so as to achieve the

quality of the treated effluent to the following standards before disposal.

(1) pH Between 6.5 and 8.5
(2) Suspended Solids Not to exceed 100mg/L.
(3) BOD, 3 days, 27°C Not to exceed 30mg/L.
(4) C.0.D. Not to exceed 250mg/L.
(5)0il & Grease Not to exceed 10mg/L.
(6) T.D.S. Not to exceed 2100mg/L.
Lead acid Battery Manufacturing industry Emission Standards
Standards
Source Pollutants Conc. Based Load Based
(mg/Nm3) (kg/tonne of Pb used)

Grid casting  Lead 10 0.020

Particulate Matter (P.M) 25 ===="
Oxide Manu. Lead 10 0.010

P.M 25 s
Paste Mixing Lead 10 0.025

P.M 25 A e
Assembling Lead 10 0.010

P.M 25 mmemens
PVC section P.M 150 00000000 meemeee-

e To comply the respective standards ,all the emissions from above mentioned
sources shall be routed through stack connected with hood and fan. In addition to
above installation of control equipment of control equipment viz.
Bag/filter/ventury scrubber is also recommended .

e The minimum stack height shall be 30 Mts.

(iv)  Trade Effluent Disposal Outlet Conditions :
The final effluent conforming to the above standards shall be discharged on
land for plantation, gardening in the premises of industry.
(v) Sewage Treatment — The applicant shall provide comprehensive treatment system as
is warranted with reference to effluent quality and operate and maintain the same

continuously so as to achieve the quality of treated effluent to the following

standards before disposal :-

pH Between 6.5 and 8.5
Suspended Solids Not to exceed 100mg/l.
B.0O.D., 3 days, 27°C Not to exceed 30 mg/l.

(vi) Sewage Disposal Outlet Conditions :
All the domestic waste water is collected in the Septic tank and soak pit

(vii) Non-hazardous solid waste : The non-hazardous solid waste should be handled and

disposed as per the guidelines of Municipal Solid Waste Rules, 2000.



€)

Type of waste Quantity Treatment Disposal
NA
(viii) Other Conditions :

The unit shall comply with any other conditions laid down or directions issued in due
course by the Board from time to time under the provision of the Water (Prevention and
Control) Act, 1974

Conditions under Air Act :

(I)The applicant shall erect the stack(s) of the following specifications :

S.No. Stack ' Volume Height in Top - Velocity of
attached to Nm’/hr. mtr Diameter gas emission
in mtrs m/sec.

1 Not applicable

(II)  The applicant shall install a comprehensive air pollution control system consisting
of control equipment as detailed below and operate and maintain the same
continuously so as to achieve the level of pollutants to the following standards :

S.No. | Control Equipment Measures

1 Suction hood /ducting over lead melting Bhatti

Standards for emissions of Air pollution:-

(i) PM Not to exceed 150 mg/Nm"
(i1)SO, " Not to exceed 80 ug/Nm’
(iii)NO, Not to exceed 80 ug/Nm’

(I1T) The applicant shall observe the following fuel consumption.

SI.No. Type of fuel Maximum Quantity
and consumption day and month
1 Electricity

(IV) Other Conditions :

(a) The entrepreneur shall ensure that no Air pollution problem or nuisance is
created in the area due to discharge of emissions from the Industry.

(b) The Industry shall not discharge any fugitive emissions. All gases shall be
emitted through a stack of suitable height as per the norms fixed by the
Board from time to time.

(¢) Fugitive emission shall have to be effectively controlled by constant vigil
timely repair and with good house keeping practices.

(d) The entrepreneur shall comply with any other condition laid down or
directions issued in due course by the J & K State Pollution Control Board
M under the provisions of Air (Prevention and Control of Pollution) Act, 1981.






